AG1 Series
Insert Manual

For complete installation instructions, see the Tube Heater General Manual
that accompanies this Series Insert Manual.

The AG1 Series Infra-Red Tube Heater is a positive pressure, single-stage radiant heater system. This
insert manual is a supplement to the Tube Heater General Manual and provides specific information
related to the AG1 Series model. All persons involved with the installation, operation and maintenance of
the heater system must read and understand the information in this insert manual and the accompanying

Tube Heater General Manual.
A WARNING

Improper installation, adjustment, alteration, service or maintenance can cause
property damage, injury or death. Read the installation, operation and maintenance
instructions thoroughly before installing or servicing this equipment.

This heater must be installed and serviced by trained gas installation and service
personnel only. Failure to comply could result in personal injury, asphyxiation, death,
fire or property damage.

In locations used for the storage of combustible materials, signs must be posted to
specify the maximum permissible stacking height to maintain the required clearances
from the heater to the combustibles. Signs must either be posted adjacent to the
heater thermostats or in the absence of such thermostats, in a conspicuous location.

Not for residential use! Do not use this heater in the home, sleeping quarters,
attached garages, etc. Installation of a commercial tube heater system in residential
indoor spaces may result in property damage, serious injury, asphyxiation or death.

For Your Safety

If you smell gas:

* Do not try to light any appliance. * Immediately call your gas supplier from a neighbor’s phone.
* Do not touch any electrical switch. * Follow the gas supplier’s instructions.
* Do not use any phone in your building. e If you cannot reach your gas supplier, call the fire department.

Keep these instructions for future reference.

F/N: LIOAG1a-3M-7/07a (DRP)
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1.0 Safety

Read and understand all safety information and warnings in this insert manual and the

Tube Heater General Manual before installation, operation and maintenance of the
radiant tube heater system.

1.0 Safety » Safety Labels and Locations

Safety Labels and Their Locations

Product safety signs or labels should be replaced by the product user when they no longer are legible.
Contact either your local distributor or the product manufacturer for obtaining replacement signs or labels.
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SERVICE ACCESS PANEL
IGNITER & FLAME SENSE COMPARTMENT

1. Turn off gas & electricity.
2. Remove cover by lifting top
cover upward and outward. m

CAUTION: HOT SURFACE.
KEEP COVER IN PLACE. REMOVE FOR SERVICE ONLY.

| /\ INSTALLER
AVOID EQUIPMENT FAILURE

THIS 10 FT.TUBE IS THE
COMBUSTION CHAMBER.

The combustion chamber utilizes either 409
stainless, titanium alloy or aluminized steel -
depending on the model number of your heater.

THIS TUBE MUST BE THE FIRST TUBE
FOLLOWING THE BURNER CONTROL BOX.

Rotate the tube’s welded seam to bottom.
Consult the manual(s) for further details.

Clearance to Combustibles

A WARNING

Placement of explosive objects, flammable objects, liquids and vapors close

qi/ to the heater may result in explosion, fire, property damage, serious injury or
& /%{ death. Do not store or use explosive objects, liquids or vapor in the vicinity of
the heater.

Clearance to combustibles is defined as the minimum distance that must exist between the tube surface,
or reflector, and any combustible items (see Figure 1.1). It also pertains to the distance that must be
maintained from moving objects around the tube heater. When installing the tube heater system, clearances
to combustibles for the Series tube heater and configuration must be maintained.

4



